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The landscape Centractor shall be respensible for all materlals and ell work as called for on the
Landscaps Plans and in the Londscape Specifications. In the event of variation between quontities shown
on plant list end the plans, the plans shall control, The Landseape Cortractor sholl verify all guantities
and report any discrepancles at the tlme of bidding.

The Lendscaps Contractor shall review erchitectural/englneering plans ond bacorme thoroughly familler with
surface and subsurface utilities.

Prior to comstruction, the contractor shall be responsible for locating all underground utilities end shall
avold domage to all utllities durlng the coures of the work. locations of existing buried utility lines shown
on the plans are based upon best available information and are considered to be approximate. It shall be
the responsibliity of the contractor 1) to verify the locatlons of wtllity lines within ad aodjocent to the
work area 2) to protect all utility lines during the construction perled 8) to repair any ond all damoge
to utilities, structures, site appurienances, etc. which occurs as a result of the construction 4) To fleld
adjust the location of proposed tress ond palme 10" off the center of the utllity lines. Netify the
Landscape Architect 1§ a 10' offset does mol function.

The work shall be coordinated with other trades to prevent conflicts, Coordinate the planting with the
irrigation work te assure availebility and proper location of rrigation ltems and plants.

Contractor shall ensure that there are no visual obstructions to vehicle lines of sight and traffic controls,
Contractor shall fleld adjust tres and/or large shrub locations to aveld any such obstructions.

Trees shall be malntained by the oumer to avold future such obstructions by pruning trees ard/er shrubs
a8 necessary utllizing horticulturally sound technigpes.

All planting shall be performed by persornel fomiilar with planting procedure and under the supervision
of a gudlified plenting foremean.

All plant material shall be graded Florlda No. | or betier as eutlined under Grodes ond Stondords for
Nursery Stock, Part | and I, published by the Flerida Departrment of Agriculture and Consumer Services.

The Lendscaps Architect or Ouwrer shall have the right, at eny stage of the operctions, te reject any
a;d;d all work and materials which, in his oplnion, do not mest with the requirements of these
specifications.

Except as otherwise specified, the Landecape Contractor's work shall conform to accepted hortlevitural
practices as used In ths trade.

The minimun acceptable size of all plants, meosured after pruning, with brenches in normal positions,
ehall eonform to ths measurements specified on the plant list or as Indicated on the landecape drawing.
Height and spread dimensions refer to raln bedy of the plant and not extreme branch tip te tip. Trunk
caliper (irunk diameter) is measured 6 Inches from the ground on trees up to and including 4 inches in
caliper, and 12 Inches from the ground for larger trees. Since trunks are seldorm round, the average of
the largest diaveter and that perpendicular to it i referred to as caliper.

Plants shall be protected upen arrival at the site, by being theroughly weatered and properly madlntalned

untll planted.

All tree pits shall be excavated to elze and depth In accordance with the Flerlda Grades & Stendards for
Nursery Stock, unless shown otherwise on the drowings, ond bockfilled with the specified planting sell.
The Landscape Contractor shall test flll all tres plie with water before planting te aseure proper
drainage percolation la avdllable.

The Londscape Contractor shell be responsible Furadproper watering of all plants, All plonts shall be
thoroughly watered at time of plonting and kept adequately watered until time of acosptancs. It shall bs
the Londscops Contracter's responsibility to aseurs thot plants are net over watered.

It shall be the Landscaps Contractor's responsibility to prevent plants fram fadlling or being blown over,
to re-straighten ond replont all plants which lean or fall and to replace dll plants which are darmaged
dus to lack of proper guylng or staking. The Landscape Contractor shall be legally liable for any damage
coused by instability of eny plent material.

All Palms to be staked ae indicated per Palm stoking details. All other trees to be stabilized utilizing
&' lodge poles per tree planting detalls,

Plants blown over by high winds, within the guaranteed peried, shall not be cause for additional
expense to the Owner, but shall be the responsibility of the Landscape Contracter. Davaged plants shall
be replaced by the Landscape Contractor at no additional cost to the Oumer.

Sod shall be of a specles specified on the drawings and eriginate from a commerclal turf grower. It
shall be a denss stand of live turf, recsoncbly free of weeds, well matted with grass rocts in
rectangles 12 Inch by 24 Inch or In 12 Inch wide rolls In a length consistent with the equipment end
methods used to handle the rolls and place the sod. Any netting contained within the sed shall be
certifled by the menufacturer to be blo-degradable. The soll and root mat shall be a minimum of 1-1/2
inch thick and must hold together during placement. Sod shall be place adjacent to ene another o avold
gaps and overlaps. Joints shall be staggered between the rows. Sod placed on slopes exceading 21 shall
bs plrmed with turf staples. Sod turf, sholl have besn mowed a minimum of one wesk prior to cutting
ad delivery, so that the length of the turf is no longer thon 4 inches at time of delivery. Flace socd
within 48 hours of cutting the sed. The sod shall be kept molst throughout ths 48 hour peried to
malntain the health and viability of the sod. Submit a letter of certification to the Owner's CEl
Representative, at time of delivery, as to the source of the sad, the time It was cut, the specles and
cultlvar provided, last mowing date, and that the sod is free of fire ents. Sod which hos been cut for
longer thoan 48 hours after belng cut shall not be used unless specifically avthorized by Owner's CEI
Representative,

It shall be the Contractor's responsibility to measure and determine the exact auantity of eed reguired
for a complete job at the time of bidding or providing a price quots. The Oumer shall not be
mmlkélz for additional cost due to the Contractor's under estimating of the quantity of eod for the
original bid area.

The Landscaps Contractor shall insure adequate vertical dralnage in all plant beds, plonters, end seod
areas. Vertleal drifling through any compacted fill to native soll shall be accomplished to Insure dralnage.
If well drained fill is necessary to assure positive dralnage, this issue shall be brought up by the
Landscape Controctor at time of bldding.

;I'{e Landseape Controctor shall insure that his werk dees not interrupt established or projected drdinage
terns.

The Landscape Centracter shall prune, shape and remove dead follage/limbe from existing plent material
todgemain. Confirmn with the Londscape Architect or Ouner the extent of werk reqired ot time of
Bidding.

Muleh — All plert beds shall be top dressed with 4" shredded hardwood mulch (or approved equal).

Transplated Material - The Landscope Contractor shell be respansible for determining end evaluating
which plant materials are suitable for transplanting and shall verify this with the Londscepe Architect or
Ouner. The Landacaps Contractor shall take oll reasonable, horticulturally accaptoble rmedsures o cssure
tha succesefu! irarsplanting of deterrmined plant materigls, The Landecape Centractor ehall be responsible
for replacing any reloeated plant materials which die if such measures are not token, as deterrmined by
the Lendscape Architect or Ouner. Replacement plants shall be of ldentlcal species and size If regired.

MAINTENANCE PRIOR TO FINAL INSPECTION AND ACCEPTANCE:

Maintenance shall cormmencs after each plant is planted ond the maintenance period shall continue until
the job or specific phose of the job Is accepted by the Landscape Architect or Ouner. Extrerms care
shall be token to instruct the Ounmer or his represertatives in general maintenance procedures.

Plant malntenance shall Include watering, pruning, weeding, cultivating, mulching, tightening, end repairing
of guys, replacement of sick or dead planis, resetting plants to proper grades or upright positions end
restoration of the planting saucer and all other care needed for proper growth of the plants.

During the maintenance lod and up to ths date of'#fr'\al acceptance, the Landscape Contractor shall do
oll seamonal spraying /or dusting of trees and shrubs., Upon completion of all planting, en Inspection
for ocoeptance of work will be held. The Landscape Contractor shall netify the Londecope Architect or
Ouner for echeduling of the Inspection 10 days prior to the anticlpated date.

At the time of the Inspectien, If all of the materlals are aecepioble, a written notice will be given by
the Mpe Architect or Owner to the lLandscape Contractor Stating the date when the Maintenance
Perl 8.

GUARANTEE AND REPLACEMENT:

All plart materials shall be guaranteed for ene (1) year from the time of final Inspection ard interim
acceptance shall be allve and In satisfactory growth for each specific kind of plant at the end of the
quaranteed period.

At the end of the guarantee period, any plant required under this contract that le dead or not In
satisfoctory growth, as determined by the Owner or the Londscope Architect, shall be rermoved and
replaced. Replacernent plants shall have an extended guarantee, as noled above, from time of
replacernert.

All replacements shall be planted of the same kind and size as specified on the plant list. They shall be
the responsibllity of the Londscape Contractor. .

TOPSOIL

Topeoll shall be natural, fricble, fertile, fine loamy soll possessing characteristics of representative
topsoil in the vicinity that produces heavy growth. Topseil shall have a pH range of 55 to 7.4, free
from subsoil, objectionable weeds, litter, sods, stiff clay, stones larger than 1-inch in diameter, stumps,
rocts, trosh, texic substances, or ony other material which may be harmful to plant growth or hinder
planting operations. Top soll shall contain a minkmum of three percent organlc material.

UNSUITABLE SUBSOILS
Locations contalning unsultable subsoll shall be treated by ome or more of the Following:

A. Where unsuitability is deemed by Oumer or Oumer's Representative to be due to excessive
compoaction cavsed by heavy eqipment and where natural eubssil 1s other thon AASHTO
classification of A6 or A7, locsen such areas with splkss, discing, or other means to loocsen
soll to eondition oeceptable to Ouner. Loosen soll to minimum depth of 12 inches with
additional loosening os required to obtain adequote drainage. Comtractor may Intreduce peat
moss, sand, or organic matter inte the subsoll to obtain adequate rrecsures shall be
consldered as Incldental, without additlonal cost to Owner.

8. Where unsultabllity Is deermed by Oumer or Ouner's Representative to be due to presence
of boards, rortar, concrete, groded aggregate bass, or other construction rmaterials In sub
aﬂd’ where natural subsoll 1s other than AAsl-{TO claasification of A6 or A7, remove
debris and objectionable material. Sueh remedial measures shall be considered as incidental,
without additional cost to Owner.

C. Where unsultability is deemed by Oumer to be because natural subsell falls inte AASHTO
classification of A6 or A7 and containe moisture in excess of 30 percent, then installation
of sub drainage systermn or other meons described elsewhere in Speclfications shall be used,
here such conditions have not been knoun or revealed prier to plonting time and they
have not been recognized In preparation of The Drawings and Specifications, then Ouner
shall Issue pricing erder to install proper remedicl measures.

D. Planting beds where existing subsoil is determined by Owner to be unsuitable for plant
growth In accordance paragraph Unsultable Subsoll hereln shall be excavated to a depth of
12 Inches or as resded to provide adequate dralnage. Replace excavated soll with planting
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PLANT LIST
SYM. COMMON NAME BOTANICAL NAME DESCRIPTION QTY
TREES
L CRAPE MYRTLE LAGERSTROEMIA INDICA 2" CAL., 10' MIN, HT., 3' SPRD o 1
RELOCATED PALM EXISTING PALM RELOCATION VARIES -
PALM TO RELOCATE EXISTING TREE TO BE RELOCATED VARIES -
EXISTING TREES EXISTING TREES TO REMAIN VARIES -
HEDGES/ACCENT
CA QUEEN EMMA CRINUM LILY CRINUM ASIATICUM 'QUEEN EMMA' 7 GAL, 3' H X 30" SPR 3
& PT JAPANESE PITTOSPORUM PITTOSPORUM TOBIRA 7 GAL, 18" H X 16" SPR, 3' OC 13
GROUNDCOVER
7] DTV VARIEGATED BLUEBERRY FLAX DIANELLA TASMANICA 'VARIEGATA' 1 GAL, 12" H X 4" SPR, 18" OC 123
JCP PARSON'S JUNIPER JUNIPERUS CHINENSIS 'PARSONII 3GAL, 7" H X 18" SPR, 30" OC 25
EENLE  SAT TRINETTE SCHEFFLERA SCHEFFERA ARBORICOLA 'TRINETTE' 3 GAL, 158" H X 15" SPR, 30" OC b5

SOLID S0OD, CONTRACTOR TO VERIFY QTY.

PLANT DESCRIPTIONS ARE FOR MINIMUM ACCEPTABLE SPECIFICATIONS. ALL CRITERIA LISTED FOR CONTAINER SIZE,
CALIPER, HEIGHT, SPREAD, ETC. MUST BE MET FOR PLANT MATERIAL ACCEPTANCE. FOR EXAMPLE, IF A THREE
GALLON SHRUB DOES NOT MEET THE HEIGHT OR SPREAD SPECIFICATION, IT WILL NOT BE ACCEPTED.

IF SPECIFIED PLANTS ARE UNAVAILABLE AT TIME OF CONSTRUCTION, CONTRACTOR MAY REPLACE SPECIFIED PLANTS
WITH PLANTS APPROVED BY LANDSCAPE ARCHITECT AND CITY STAFF.

ALL OPEN SPACE AREAS WITHIN THE PROPERTY SHALL BE SODDED UNLESS PAVED, SEEDED AND MULCHED OR
PLANTED WITH SHRUBS AND GROUND COVER.

ALL LANDSCAPED AREAS WILL BE 100% IRRIGATED WITH A CENTRAL AUTOMATIC IRRIGATION SYSTEM INCLUDING A

RAIN SENSOR.

CONTRACTOR TO MODIFY EXISTING IRRIGATION SYSTEM TO INSURE ADEQUATE IRRIGATION FOR ALL NEW PLANT

MATERIAL

CONTRACTOR SHALL REPLACE ANY EXISTING SOD OR OTHER PLANT MATERIALS DAMAGED DURING CONSTRUCTION IN

AREAS THAT ARE OUTSIDE PROPOSED LAN

NOTE: LOCATE PLANTS IN A TRIANGULAR PATTERN

AS SHOWN, SPACED EQUIDISTANT FROM EACH
CTHER (AT SPACING SPECIFIED IN THE PLANT LIST).

N.T.S.

SHRUB/GROUNDCOVER SPACING PLAN

DSCAPE AS SHOWN ON THE PLAN.

Always call 811 two full business days before you dig

Sunst

www.sunshine811.com

www.cphcorp.com
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